D INPUT POWER

TERMINATION

ON-BOARD POWER
CONNECTION MATES WITH
ON-BOARD CABLES

HEL TUM SUPPLY
GAGE

GAS RETURN FITTING

CASTER ACCESSORY KIT AVAILABLE

$2.00
CASTER WITH

(51MM) SWIVEL
BRAI

KE

CRYOTORR POWER (SELF-SEALING)
g@g%gﬁﬁ&Agéﬁéw CTI KIT NO. 8080255K008
19.85 MAX SYSTEM CIRCUIT
(504MM) GAS SUPPLY FITTING EBE$EER ON/OFF
(SELF-SEALING)
— 12.50 3.00 —
(318MM) (76MM) VOLTAGE
22.15 SELECTOR
(563MM) SWITCH
. F——%ﬁ——— -
ot~ | .
G & | E a \h ‘
= ‘ = soe [ i, &
: e 7
I X )+ . R L e Y — )+
( ) ( ) FLOW FLOW ( ) [ ] )
16.75 ( ) ( ) - - ( ) ( / )
(425MM) ( ) ( ) 14.20 - S ( ) [ / )
( J ( ) (381MM) - - I ( L] ]
( ) ( ) ‘ ( ] )
( ) ( ) ( ) ] )
( ) ( ) ( ) ] )
( ) ( ) | ( )] )
—Pp ( ) ( ) | ( ) ] )
E ) ( Jé {7 +( ) O] J&
% - e T N 4= = —— /
==t =T 1 == == == ] ==
GAS CHARGE FREQUENCY:
5 ETTTING — 106 SELECTOR
(11MM) 1.96 (27MM) SWITCH
(S0MM)
12.00 19.62 12.00 —&|
(305MM) (498MM) (305MM)
MINIMUM MINIMUM
CLEARANCE CLEARANCE
B (NOT 7O SCALE) (NOT 70 SCALE)
CONF IGURATION TABLE
DASH NO DESCRIPTION
5001 3 PHASE
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NOTES:
1. WEIGHT: APPROX. 140 LB (83.5 KG)
2. ELECTRICAL POWER R%DU%?EMENTS:
200/208/230 VAC, 19/3@%, 50/60 Hz CT OG CS
OPERATING RANGE: 198-250 V e 60 Hz l CRY EN[
A 180-220 V 50 Hz HELIX TECHNOLOGY CORPORATION
3 NOMINAL INPUT POWER: 2.1 KW. INSTALLATION/INTERFACE
3] INSURE DESIGNATED PIN OF CONNECTOR 1S RETURNED TO EARTHED GROUND OF VOLTAGE
SERVICE IN A NON-INTERRUPTING MANNER. 3 POLE, 4 CONDUCTOR, TYPE SO, 500 V CABLE, 8200 HELIUM COMPRESSOR
NEOPRENE JACKET. WITH (4) 14 AWG CONDUCTORS. TERMINATED WITH #10 AWG TERMINALS. ATR COOLED
4. DIMENSIONS ARE NOMINAL IN INCHES UNLESS OTHERWISE SPECIFIED.
5. AMBIENT TEMPERATURE S0° F TO 100° F (10° C TO 38° C). SIZE | CAGE CODE DHG NO REV
6. ETL AND CANADIAN ETL LISTED. CONFORMS TO CE C 31949 8032549 E
SCALE ~ NONE | EST WT [sHEET 1 OF 1
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